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* Changes reserved

new

Fig. 1 - Mobile battery charger station
•	 Dimensions (LxWxH): 120 x 73 x 110 cm
•	 Equipped with 5 x high frequency battery chargers (PSW350 / 24 Volt)
•	 Battery charger equipped with 3,5 meter charging cable and suitable connector
•	 230 or 400 Volt Socket with 15 meter power cable
•	 With presureset for distilled battery water
•	 Complete with brush
•	 With pipe rail to max Ø to Ø 55 cm
•	 With protective cap on top to protect water / moisture 
 
Fig. 2 - Mobile battery charging
•	 Holder with cable hook

Fig. 3 - Aluminum charger holder
•	 For mounting on the tube of the greenhouse
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Technical specifications *

Specifications - High Frequency Battery Charger (AL0000030)

Mains Voltage 185-265 V 50/60 HZ
Charging voltage 24 V 2-12 A
Dimensions 24 x 12 x 6,5 cm (LxBxH) 

•	 Type: PSW350 •	 Checks the level to which charging is required
•	 With drip charge function •	 Special programming on microprocessor for charging

•	 Option to recharge deeply
     discharged batteries

     Pipe rail trolley batteries 2 x 12 V traction battery 117 AMP

•	 Switchable to maintenance-free batteries
•	 PCB treated to repel moisture and dust •	 Equipped with driving start-security
•	 3.5 m extra long charging cable •	 Load History is readable
•	 Absorbs voltage differences on the mains


