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Instructions for the user / dealer 

 

 

This checklist is compiled with care and aims that the Meto sprayer can be produced to 

customer requirements. If something is not clear, please contact Steenks Service. 

 

 

The user / dealer is responsible for problems that may arise due to incomplete / incorrect 

completing this checklist and the costs arising there from. 

 

 

 

General information 

Grower : Crop : 
Contact person : Dealer              : 
Address : Contact person  : 
City/Country : Date  : 
Phone : Order number*   :      (*For Manufacturer) 
 
 
 

Special general 
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Pipe rail system 

 

Mark 

Pipe rail system: 

                                                                                                     

Ou. = Outer flange 
In.   = Inner flange 

 

 

 

 

 

 

Note:  -  Contact Steenks Service when inner flange is needed, at some CTC sizes it is not possible! 

           - In "Straight Pipe" outer flange is always preferred. 

 

 

 

Pipe dimensions (A)   : Ø 45mm / 51mm / 60mm / Others  : .  .  .  .  .  .  .  . 

Center to center size pipe rail system  (B)     : .  .  .  .  .  .  cm.    

Pipe rail support distance (C)       : .  .  .  .  .  .  cm.  (max. 125 cm.) 

1
e
 pipe rail support to pathway (D)   : .  .  .  .  .  .  cm.  (max. 100 cm.) 

Pipe rail distance on pathway (E)  (incl. bend)  : .  .  .  .  .  .  cm.  

Is the pipe rail fixed onto the pathway?                                  Yes  /    No         (If yes take photo's) 

Height from concrete path up to top of the pipe (F)  : .  .  .  .  .  .  mm.  

Height end stopper (G)     : .  .  .  .  .  .  mm.  (min. 50mm.) 

Pipe rail distance last support to end pipe rail (H)  : .  .  .  .  .  .  cm.  (max. 20cm.)   

Length pipe rail path (I)     : .  .  .  .  .  .  m. 

Pipe rail distance on pathway (J)  (excl. bend)  : .  .  .  .  .  .  cm.  (min. 5 cm.) 

Height pipe rail support (K)    : .  .  .  .  .  .  cm.  

Width harvest path (L) between Crop or Climate system : .  .  .  .  .  .  cm. 

Height Crop or Climate system (M)   : .  .  .  .  .  .  cm. 

 

The rollers from the Meto are standard carried out with PU surface for the pipe rail and steel flange for the 

pathway. 

  

Note: The Meto is designed for a pipe rail system with a maximum slope of 2°. Moreover, the pipe (at least to 2nd 

 support) must be level with respect to the concrete path for moving along the pipe. 

  

 

□  Open pipe (In.)    □  Close pipe (Ou.)    □  Straight pipe (Ou.) 

□  Straight pipe (In.) 
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Pathway 

Length pathway                                   : .  .  .  .  .  .   m. 

Width pathway  (is it possible to maneuver?)                                            : .  .  .  .  .  .   m. 

Drive-through  height pathway (does spray boom fit below the crop wire?)        : .  .  .  .  .  .   m. 

Drive-through  height entrance (does spray boom fit through the door?)            : .  .  .  .  .  .   m. 

 

Remarks greenhouse        

   Greenhouse not rectangle                                                Yes  /    No 

   Greenhouse with glass wall in blocks                                               Yes  /    No  

    

  Hose 

   Recommended hose:  Light weight high pressure hose max. 85 bar diameter  1/2“ 

Hose length    :   .  .  .  .  .  m.         

   Hose coupling    :   .  .  .  .  .  pieces   (Hose Coupling + protection cover 1/2" 85 Bar DN12)                   

   Hose to be provided by Steenks Service?      Yes  /    No 
     

Art.nr. 

 

56110 

55210 

Hose reel 
 

Standard up to 95m. hose  ½” 
 Reel for  95 - 130m. hose ½” 
 Reel for 130 - 150m. hose ½” 
 More than 150m. (on request) 

 

Art.nr. 

 

20450 

20475 

Spraying boom 

    Vertical :   Spay boom length side spray :  .  .  .  .  .  cm 

  Spay boom length glass wall spray :  .  .  .  .  .  cm 

    Standard double spray boom:   22-nozzle incl. manometer length :        185   cm 

    26-nozzle incl. manometer length :        220   cm 

    30-nozzle incl. manometer length :        255   cm 

    34-nozzle incl. manometer length :        290   cm 

 

    Spray boom holder for different heights with C-profile length 250 cm 

 

    Horizontal:   Dimensions  please make a sketch   

    Horizontal spraying height from pipe rail:     minimum .  .  .  .  .  cm  /  maximum .  .  .  .  .   cm    

 

Art.nr. 

 

 

7512.00.0001 

7512.00.0002 

7512.00.0003 

7512.00.0004 

 

1510006 

 

Lifting wheels  (extra option) 

Standard with manual lifting wheels 
 Hydraulic lifting wheels  

 

Art.nr. 

 

20182 

 

Removal (all extra options) 

 Meto transport frame for forklift 

 Meto transport trolley for electro trekker 

 

 Meto in combination with automatic MetoTrans 

 

Art.nr. 

1510011 

 

Control  (extra option) 

 Rotatable touchscreen, Meto operable from the side (in combination with Meto Trans) 

Languages menu:      NL      ENG      DE      FR      ESP      PL 

 

Art.nr. 

1510056 

Batteries & Charger 

 Meto battery exchange set incl. batteries & trolley 
 Charger 230V -  24V 11A high frequency                               : . . . . . . . pieces 
 Charger 110V -  24V 11A high frequency                               : . . . . . . . pieces 

 

Art.nr. 

24990 

3015.00.0010 

3015.00.0007 
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Commissioning    

   Dealer Yes  /    No 

 

Otherwise:………………………………………………………………… 
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